
Disclaimer: The temperature limits, pH ranges, pressure ratings, feet per box and shaft speeds shown throughout this pamphlet are representative; the service life and performance of 
these products can be affected by elevated temperatures and other operating conditions such as chemical resistance, shaft speeds, pressure and equipment in which that the product 
is being installed. The ratings supplied are suggested as a guideline and should only be used for evaluating your specific application. When in doubt, contact Robco or your 
ENVIROPAK distributor. The information contained in the pamphlet should not be considered to be a warranty, expressed or implied, including, but not limited to, a warranty of 
merchantability or fitness for a particular purpose. In no event shall Robco be liable for any incidental or consequential damages resulting from the use, misuse or inability to use the 
products. This exclusion applies regardless of whether such damages are sought based on breach of warranty, breach of contract, negligence, strict liability in tort, or any other legal 
theory.  

271 ROPE

Style 271 Rope is composed of 100% yarn, twisted together to 
form a firm rope.
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Physical Properties

Style 271 twisted ropes withstand temperatures in excess of 1000 F continuous. Completely incombustible. 
Resist most acids and alkalis; unaffected by bleaches and solvents. Not attacked by mildew.  

Chemical Resistance

THERMOFAB Texturized Fiber resists most Acids, Alkalis and Solvents. (Exceptions are Hydrofluoric Acid and 
Corrosive environments at elevated temperatures.) Leachable chlorides meets requirements of MIL-1-24244B.

Applications

Style 271 twisted rope is an excellent seal for wood stoves, caulking for oven or furnace doors, filling for 
expansion joints, and core for high temperature packings. Caution should be taken not to use silicate of soda 
(waterglass) with style 271 rope as an adhesive.     


