
Disclaimer: The temperature limits, pH ranges, pressure ratings, feet per box and shaft speeds shown throughout this pamphlet are representative; the service life and performance of 
these products can be affected by elevated temperatures and other operating conditions such as chemical resistance, shaft speeds, pressure and equipment in which that the product 
is being installed. The ratings supplied are suggested as a guideline and should only be used for evaluating your specific application. When in doubt, contact Robco or your 
ENVIROPAK distributor. The information contained in the pamphlet should not be considered to be a warranty, expressed or implied, including, but not limited to, a warranty of 
merchantability or fitness for a particular purpose. In no event shall Robco be liable for any incidental or consequential damages resulting from the use, misuse or inability to use the 
products. This exclusion applies regardless of whether such damages are sought based on breach of warranty, breach of contract, negligence, strict liability in tort, or any other legal 
theory.  

Chain Lubricant
Specially formulated to penetrate between the close clearance of chain drive bushings and pins 
to provide critical lubrication. Use on any chain drive pin and bushing link of forklift trucks, 
tractors, machinery, chainsaws, assembly lines and packaging equipment, and for hoist chains, 
link and roller assemblies, conveyors, sprockets, hinges, and any application requiring a high 
grade light oil. LMS 100 Chain Lubricant is not simply an oil but an oil formulated with selective 
compounds to effectively penetrate and lubricate chain drive pins and bushings. The pins, 
usually starved for oil, take on new life. After penetrating the close metal to metal tolerances, the 
compound provides a long lasting, nondrying film which effectively lubricates the metal surfaces 
so they run smoothly with far less wear. Anti-oxidants lengthen lubrication life. Protects metal 
against corrosion that otherwise wuins the bearing surfaces, increases wear and increases 
energy requirements to move the chains. Special oily agents increase the load carrying factor 
especially needed to meet start-up stresses.

Features:
Rapid Penetration, Extends Chain Life, High Purity Light Oil 

Applications:
Fork lifts, tractors, chain hoists, hinges, conveyors, chain drives, chainsaws, etc. 

Directions:
Apply by spraying or using squirt oiler or oil can with extended spout. Apply at each bushing. 
Apply evenly. Reapply as needed. 

Safety Engineering Guide:
Petroleum Base Lubricant-Flashpoint 160 C (320 F) TLV-50 

Precautionary Information:
Inhalation of excessive vapors is the most hazardous property of this product. Under normal use 
conditions, however, this is not a problem to the user. Ingestion in large quantities may be 
harmful or fatal. As with any product of this type, prolonged or excessive skin contact may 
produce dermatitis.

Available in a case of 12 cans.  
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