
Disclaimer: The temperature limits, pH ranges, pressure ratings, feet per box and shaft speeds shown throughout this pamphlet are representative; the service life and performance of 
these products can be affected by elevated temperatures and other operating conditions such as chemical resistance, shaft speeds, pressure and equipment in which that the product 
is being installed. The ratings supplied are suggested as a guideline and should only be used for evaluating your specific application. When in doubt, contact Robco or your 
ENVIROPAK distributor. The information contained in the pamphlet should not be considered to be a warranty, expressed or implied, including, but not limited to, a warranty of 
merchantability or fitness for a particular purpose. In no event shall Robco be liable for any incidental or consequential damages resulting from the use, misuse or inability to use the 
products. This exclusion applies regardless of whether such damages are sought based on breach of warranty, breach of contract, negligence, strict liability in tort, or any other legal 
theory.  

Liquifix
Finally there is a formula that has been designed to be comparable with today's new materials, 

as well as the old. This truly revolutionary formula will not attack or corrode any synthetic 

materials such as plastic or nylon. LiQuifix's® highly lubricous formula is suitable for all types of 

metals from ferrous metals to softer metals like aluminum, copper, brass and bronze.

LiQuifix® lubricates all metal, rubber and plastic by creating a corrosion resistant barrier and 

forming an ultra thin, non-drying, anti-static film. This barrier not only lubricates but protects, 

preserves and prolongs the life of valuable equipment. Our product will penetrate to loosen 

frozen nuts and bolts. LiQuifix® is acceptable as a lubricant and protective anti-rust film for use 

on food processing equipment because it is NSF H1 registered #136617 and conforms to USDA 

H1-2004. It meets FDA regulation 21 CFR for incidental food contact. LiQuifix® contains no 

silicone or teflon, safe to use on ALL materials and is non-staining. LiQuifix® was developed for 

comercial/industial use but is safe enough to use in your home around children and pets.

 • High Flash Point 230°F 

 • High Dielectric Rating 35,000 volt/Mil Per ASTMD 877 

 • Non-static charge that will not attract dust or contaminants 

 • Non-conductive properties make it ideal for used around even the most    

  sensitive electrical equipment 

 • Does not contain silicone or Teflon 

 • Contains No CFC's Chlorinated Solvents or 1,1,1, Trichlorethane 

 • Non-staining, colorless and odorless 

 • Non-toxic, non-aerosol, low VOC's 

 • Eliminates sticking, binding and squeaking 

 • NSF H1 registered #136617 for use in food processing equipment

 • Conforms to USDA H1-2004 

 • Meets FDA Regulation 21 CFR for incidental food contact 

 • Long lasting 

 • Safe on ALL surfaces

LiQuifix® comes in 55 gal. Drums, 5 gal pail, 1 gal. Jugs, and 2oz spray
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